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This invention relates fo a wallet, and more 
particularly fo a wallet having conventional com- 
partments for carrying bills, papers and the like 
and also being provided vith separate compart- 
ments speciflcally constructed and arranged to 
carry individual keys or simflar rigid articles of 
metal or the like. 
Wallets have previously been provided having 
sers of strap attachments for carrying keys, and 
if has previously been proposed to attach leather 
flap elements fo portions of such wallets so that 
the keys may be held in position between the 
strips .and the flaps. Other similar types 
of construction have ..been employed for the pur- 
pose of utilizing available wallet space for car- 
rying individual keys. However these have re- 
quired the use of extra material which is ïre- 
quently in the form of relatively costly leather or 
the like, and this has resulted in a marked in- 
crease in bulk whether or hot a key is actually 
being carrïed in the wallet. Moreover, the auxil- 
iary flap elements have a tendency to curl or fo 
be deformed fo assume a fully or partially open 
position thereby failing in their primary purpose 
oï retairdng and concealing the key. The effect 
is particularly observed in instances where the 
pocket is constructed entirely of relatively rigid 
leather and the tab element consists of an addi- 
tional piece of leather sewed fo the boundary of 
the pocket. 
in wallets of the character previously described0 
no means bave ,been provided for concealing the 
keys or the pockets therefor, or for maintaining 
the pocket flaps in closed position when hot in 
use. 
if is accordingly .an object of the 'invention to 
provide a wallet having a compartment adapted 
to carry rigid articles such as keys or the like. If 
is a further object of the invention to provide 
a combination wallet and key case having sub- 
stantially the same bulk as a conventional wal- 
let. Another object of the 'invention is to pro- 
vide a wallet having a key compartment of such 
construction that the keys are received and re- 
tained therein without substantially deforming 
the other parts of the wallet. Still another 
ject is to provide a wallet having key compart- 
ments including integrally formed flaps and a 
highly flexible wall element for receiving and re- 
taining the key with a minimum tendency to dis- 
place the flap from its normal closed position. If 
is a still further object of the invention to pro- 
vide a wallet having a combination including a 
pocket for carrying keys together with a de- 
tachable card carrying element which is con- 
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structed and arranged fo conceal the key com- 
partment and simultaneously fo hold the flap of 
the key compartment in its normal closed posi- 
tion. 
5 The foregoing and other «bjects of the inven- 
tion, including the sïmplicity and economy of the 
saine, as well as the ease with which the keys may 
be inserted into and removed from the key pock- 
ets, vfll appear in further detafl hereinafter. 
10 in summary, the invention broadly concerns a 
wallet having back and front cover pieces, said 
front cover piece consisting of sheet material hav- 
ing cut lines defining a flap, and a backing strip 
of sheet material affxed to the inner face be- 
l5 neath the flap along lines deflning a .pecket in 
said front cover piece. 
Of the drawings: 
Fig. 1 represents a front view of a wallet con- 
stituting one embodiment of the invention; 
20 Fig. 2 represents a front view of substantially 
a one-half portion of the wallet shown in Fig. 
with fastening elements detached and a key dis- 
posed in one of the wallet pockets; 
Fig. 3 represents a front view simflar to Fig. 2, 
25 with the card carrying element unfolded and the 
front strip 3{} broken away in order further fo dis- 
close important details; 
Fig. 4 represents a sectional view taken as in- 
dicated by the lines and arrows IV--IV .which ap- 
30 pear in Fig. 2, the key being represented in full 
elevation; and 
Fig. 5 represents a sectional view taken as in- 
dicated by the lines and arrows V--V, which ap- 
pear in Fig. 2. 
35 in the example of the invention selected for il- 
lustration in the drawings, the key carrying ele- 
ments are arranged on the front left-hand face of 
a conventional wallet. However, it will 
derstood that the wallet shown and descr.bed is 
40 merely representative of one preferred embodi- 
ment of the invention which is applicable fo a 
wide variety of wallets and hot limited to the par- 
ticular construction shown herein. 
Having reference to the annexed drawings, 
45 the wallet has a conventional bill compartment 
formed by the outside cover I{} and zipper par- 
tition ! ! which are attached together around the 
top and side edges by stitches | 2. The conven- 
tional slide fastener !3, mounted on cloth back- 
50 ing 4, is attached to partition ! 
providing means for opening and closlng the bill 
compartment. 
The leather piece forming the outside cover 
is retroverted to form the lntegral front cover 
 | 6 and once again retroverted to form the ïntegral 



spacer strip 17 disposed between outside cover 
and front cover 6. The free end 6 of spacer 
strip ! 7 is slightly above the bottom edge of the 
wallet (see Fig. 4). 
Disposed ,between spacer strip 7 and front 
cover [6 is the sliding stay 2{} consisting of a sep- 
arate piece of leather stitched to the front and 
outside covers at one side edge of :the wallet. Slid- 
ing stay i{} terminates along a line spaced from 
the other side edge of the wallet and is attached 
thereto by means of a muslin strip (hot shown). 
At one end the front cover has a free edge 2! 
free of attachment fo sliding stay 2{} or the other 
wallet elements, and at the opposite end is a notch 
22 providing a free edge 23 which is .also free of 
attachment to sliding stay 2{} or to the other wal- 
let parts. 
The face of front cover 6 is cut along the lines 
24 to provide a pair of spaced pocket flaps 25 
which are formed integrally with the front cover 
ç. Such flaps normally .lie ,in the same plane 
 as ,front cover  6 but may be lifted manually by 
applying force in the direction as indicated by 
the arrow (a) which appears in Fig. 3. 
A rectangular strip of cloth 26 or other flexible 
material preferably carrying ,thermoplastic im- 
pregnant is sealed to the back surface ,of front 
cover piece 6 along lines deflning the contours 
of the key pockets which are aligned with pocket 
flaps 26. Such sealing is preferably effected by 
pressing a hot-die against selected portions ofthe 
impregnated cloth, as indicated, when the wallet 
is in blank form. Other sealing or aflixing meth- 
ods, .such as stitching .or the .like, may be em- 
ployed. 
The cloth 26 is thinner and muchmore flexible 
than the relatively thick and stiff leather portions 
of the wallet and is readfly deformed aïter being 
applied to the leather thereby forming pockets 
 of minimtun bulk specifically constructed for re- 
ception and retention of riiid articles such as 
key 27 without .tending-fo displace the tabs 
from their nomal closed positions. 
A pass case :or cardcarrying element having a 
ïront strip ]{ .and integral back:strip 3! is .re- 
movably,attachable.to the wallet. Back strip 3! 
is adapted for slidinE fit between frontcover piece 
! 6 and sllding-stay. 20, behind the cloth strip 26. 
The pass:case-has a.leather tab32 adapted fo pass 
through the opening .afforded by notch 22 when 
the back strip 3! is in such position. Tab 32 
carries a button type fastener element 33 which 
forms a .fastener toge.ther with the snap peg 34 
attached to the front face of front strip "3{}, the 
tab 32 being trained around the edge:23 of notch 
22 and the free end of front strip 31}. The button 
fastener element.33 and snap.pog 34 accordingly 
comprise means whereby the pass case may be 
attached in position with respect .fo the front 
cover 6 and when .the pass case is secured in 
such position if is in contact .with pocket flaps 25 
thereby concealing the key pockets and prevent- 
ing flaps 25 from being displacedfrom their nor- 
mally closed positions. 
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Secured to the pass case by means of stitches 
36 is a pass holder or window 36 of relatively 
stiff construction. Window 36 is desirably formed 
of one or more sheets of transparent plastic, 
5 glass, or the like. 
It wfll be appreciated that the pass case repre- 
sents only une example of readfly detachable 
element having capacity fo be attached in posi- 
tion with respect to the front cover piece 6 and 
I0 havini a leather strip elemnt in immediate con- 
tact with the front face of the flaps 25. Further 
it wfll be appreciated that the construction and 
arrangement of the flaps, flexible backing strip, 
and front cover piece as well as the other por- 
:1 tions of the wallet may be modified without de- 
parting fr0m the scope of the invention, produc- 
ing .a wallet .having he advantages of minimum 
thickness and lack of bulk without sacrificing 
strength. Ail such modifications, including re- 
20 versals of parts, the substitution of equivalent 
elements, and the use of certain elements inde- 
pendently of the use of others, fall within the 
spirit and scope of the invention as deflned in the 
appended claire. 
25 Having thus defined the invention, I claim: 
A wallet havini back and front cover pieces, 
said front cover piece havinE an open portion at 
one end, part of said front cover piece comprising 
an integral flap thereon, a backing sheet forming 
:',0 -a pocket aligned with said-flap, said flap being 
movab]e away from said front cover piece to open 
said-pocket, and a foldable case attachment hav- 
ing front and back wall portions, said back wall 
portion being disposed behind the front cover 
35 piece and having a tab extending through the 
open portion at the end thereof, and said front 
wall portion being disposed .in front of said front 
cover.piece and carrying a snap ïastener adapted 
to be fastened fo said tab fo thereby secure the 
0 foldable case in position while covering said fiap 
and bearing upon said flap to maintain it in 
closed position. 
HEPMAN R. HUTCHINSON. 
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